
CRANE MIC CK34-HT
Rev. 1.2 Product Data Sheet

Please Note: Design and specification are subject to change without notice.

GGEENNEERRAALL DDEESSCCRRIIPPTTIIOONN::
The CK34-HT is a 4 element crane kit that is quick and simple to install and will enable the crane operator to safely 
communicate a VHF or UHF radio system with complete hands free operation. This is an essential health and 
safety accessory that will enable your crane operator to focus on manoeuvring the crane without unnecessary 
distraction.

NNOOIISSEE CCAANNCCEELLLLIINNGG BBOOOOMM MMIICCRROOPPHHOONNEE BBAASSEE::

Microphone:
 Features: Close talk characteristics effectively reduce ambient noise.
 Sensitivity: -54 +/-4 dB (at L = 50cm) (0dB = 1V/pA, 1KHz).
 Directivity: Noise cancelling.
 Sensitivity Reduction: Within -3 dB at 1V.
 S/N Ratio: More than 58 dB.

Base:
 Mounting: Designed for wall or surface mounting.
 Construction: Two-part painted construction of Aluminium & Steel.
 Dimensions: 85mm x 65mm x 42mm. Body 1mm mild steel flanged 

case.

WWAALLLL MMOOUUNNTT SSPPEEAAKKEERR::

 External Depth: 65mm
 External Length / Height: 56mm
 External Width: 112mm
 Impedance: 8ohm

 Material: Polycarbonate
 Power Rating RMS: 7W
 Weight: 264g 
 Mounting: Wall mountable.

FFOOOOTT AACCTTUUAATTOORR::

 Material: PVC
 Mounting: Bayonet action mounting plate.
 Tubing: 2 m Length of PVC tube, 3 mm inside diameter, 6 mm outside diameter.

CCrraaddllee::

 Mounting: Wall Mountable.
 Material: Polycarbonate.
 Supplied with mounting screws.


